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VMA Plate Mounted Axial Extract Fan

te Mounted
Axial Extract Fan,

With Metallic Propeller

Axial extractor with airflow rate of (75 to 1000) m'/h,
with circular discharge area of (100 to 300) mm for
installation on window and free delivery. The fan
body and impeller are manufactured from steel, with
earth connection and single phase 220V50-Hz.

The fan is equipped with a class B low consumption
motor. VMA axial extractors are specially designed
for ventilation of small and medium rooms, kitchens
and office spaces.
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Model | A B c D E F | G
VMA-10 | 140 | 140 | 95 | 100 | 25 | 60 | 114
VMA-12 | 170 | 170 | 115 | 120 | 25 | 60 | 145
VMA-15| 200 | 200 | 140 | 150 | 30 | 55 | 160
VMA-15| 200 | 200 | 140 | 150 | 30 | 90 | 160
VMA-20 | 250 | 250 | 195 | 200 | 40 | 70 | 202
VMA-25| 306 | 306 | 245 | 250 | 50 | 70 | 258
VMA-30 | 350 | 350 | 295 | 300 | 55 | 68 | 300
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Weight Sound
(Ka) (dBA)

S

VMA-10S2S 2500 045

VIMA-1282S 120 220 0.1 16.5 2050 140 x4 0.5 39
VMA-15528 150 220 0.1 16 2150 170 x4 0.6 40
VMA-15C2S 150 220 0.2 41 2800 310 x4 1.3 47
VMA-20C2S 200 220 0.23 51 2500 685 x4 1.5 54
VMA-20C4S 200 220 0.18 36 1400 360 x4 15 41
VMA-25C2S 250 220 0.25 52 2400 950 x4 18 58
VMA-25C4S 250 220 02 42 1350 600 x4 18 45
VMA-30C4S 300 220 0.21 45 1220 1000 x4 2 49
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